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A Superior, Smaller Controller
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Pointf Controller with the shortest depth (56mm)

Higher functions and performance have been achieved with the shortest depth of 56mm ACS-13A.

This provides cost and space reduction.

Please use a gasket to reinforce Dust-proof/Drip-proof function.
Depth of control panel interior when gasket is used: 54.5mm
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The PV display color can be selected from
red, green and orange.

The PV display color can also change
continuously depending on deviation

@®PV color continuous change mode

PV is higher than [SV+PV color range]

between PV and SV, which allows easy
and distinct status checking.

PV is within [SVZXPV color range]

PVis lower than [SV—PV color range]

PV display color
+ Regular status: Green
* Regular status: Red
+ Regular status: Orange
+ Alarm OFF: Green, Alarm ON: Red
+ Alarm OFF: Orange, Alarm ON: Red
* PV color changes continuously :
Orange —» Green —» Red
+ PV color changes continuously + Alarm ON (Red)

@Alarm color (when setting High/Low limits alarm)

= -

Low limit alarm active Regular status High limit alarm active

It is easier to see the SV and PV, using an 11-segment I - - -
LCD display.

All segments
backlit

SENS A1LM

Point 3 Versatile controls, specifications and enhancements

M 4-point SV, using external selection
SV memory function, which can switch 4 points of
SV using external contact signal, is equipped.
After registering the SVs (from SV1 to SV4), they
can be easily switched by external operation.

B 3-phase Heater burnout alarm

Any trouble in 3-phase heaters such as burnout or
deterioration can be detected by connecting 2 CTs
(current transformers).

Alarm types 20A and 50A are available for both
single phase and 3-phase.



